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The ExtriCARE® 1000
NPWT system is ideal for
closed incisional sites
and small wounds,
providing great
protection for wounds.

Wound exudate removal level:

Low

Target pressures
80,100 o125
mmHg

Continuous and
intermittent modes

Each pump is compatible
with all ExtriCARE NPWT
dressings, including any
size anatomically fitted

kits and foam Kits

Canister sizes:
50cc canister
for exudate
drainage

877-312-NPWT (6798) | info@extricareusa.com

The ExtriCARE® 3000 NPWT
System is versatile,
lightweight, and quiet -
intended for a wide range of
wound applications from a
moderate to high exudate
levels.

Wound exudate removal level:

Target pressures
ranging from 20 to
140 mmHg

Continuous and
intermittent modes

Each pump is compatible
with all ExtriCARE NPWT
dressings, including any
size anatomically fitted

kits and foam Kits

Canister sizes:
100cc or 400cc
for exudate
drainage

/=

-

- — ~

The ExtriCARE® 3600
NPWT System is
designed to be reliable
and effective
appropriate for larger,
more complex wounds.

Wound exudate removal level:

Target pressures
ranging from 40 to
200 mmHg

Continuous and
intermittent modes

Each pump is compatible
with all ExtriCARE NPWT
dressings, including any
size anatomically fitted

kits and foam Kits

Canister sizes:
400cc or 1000cc
for exudate
drainage




